
 

 

 

 

READ ME 
 

Inverter / Battery SBS2.5-1VL-10 / LG CHEM RESU10H 

FW-Version Battery V19.18.06.R 

Update feature/reason  Please follow the “Update Manual” below 

 The new BMS software improves the diagnosis function for better safety 

protection of the batteries and thus ensures a long durability of the storage 

system.  

 

Update medium BAT-LG_RESU10H-V19.18.06.R.up2 file update via integrated webserver  

File Name BAT-LG_RESU10H-V19-18-06-R.zip 

Update manual 1. Make sure that all system components used in the system are installed 

before commissioning. (Sunny Boy Storage, Battery and SMA Home 

Manager or SMA Energy Meter) 

2. Switch on the circuit breaker of the Sunny Boy Storage. 

3. Activate the user interface of the inverter and log in as Installer. 

4. Switch on the battery.  

5. Select the menu Device Configuration. 

6. In the line Inverter click on the gear icon and select Update 

firmware. 

7. Select the update package and confirm by Update firmware. 

8. Follow the instructions in the dialog. 

 

Note  The package includes an update file (*.up2). The file can be downloaded 

directly to the inverter via Webserver interface using a smartphone, 

notebook or PC. 

 The update file contains all features of former firmware versions. 

 The update via LAN is usually more reliable and faster. 

 


